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\ LED Envirolite Inc.
J Llighting the Future

R4-LE9

Four-inch LED Retrofit Luminaires

Product Description

The LED 4inch Retrofit luminaires Conversion Kit delivers 650-740 lumen of
exceptional 83+ CRI light while achieving over 70 lumen per watt which
offers the same light output as a 60W incandescent lamp or a 18W compact
fluorescent luminaire. It is available in 2700K,3000K,4000K,5000K colour
temperatures which is designed and engineered for residential and
commercial application, retrofitting existing recessed 100mm diameter 4”
can light housings as well as new construction applications.

Performance Summary

Input Power Ligﬁt“g)irt%%t Beam Angle| Input Voltage

650Im 2700k
680Im 3000k
9w Ra>80
720Im 4000k
740Im 5000k

Housing Compatibility:

100° 120VAC

This recessed luminaire has E26 Edison screw-base or Gu24 available and is
UL listed for installation and shallow recessed housing series.

HALO:

LED Can:H455RICAT120D,H455RTUNVD010,H455TUNVDO10,

H455TCPUNVD010,H995RICAT.

CFL Can:H470ICAT,H470RICAT,H471ICAT,H471RICAT.

ALL-PRO:

Incandescent Can:EI400LVAT,ET400ATSB,ET400LVAT,ET400LVRAT,

ET400RATSB.
Juno :IC1,IC1W,IC1S,TC1,TC1S.

Electrical System

Integral, high-efficiency driver and power supply.

Power Factor > 0.9 nominal
Input Voltage: 120V, 60Hz

Dimming: Dimmable to 1%-100% with most incandescent dimmers.

(Suggest dimmer manufacturers: Lutron & Leviton)

Regulatory & Voluntary Qualifications

cULus CLASSFIED® LISTED
FCC LISTED
Suitable for DAMP LOCATION.

3.44"

87.4mm

Photometry

Cone Lux Diagram

Beam width:7.80ft(2.378m)
26.30FC in center

3.28ft(1.0m)

Beam width:15.60ft(4.755m
6.60FC in center

6.56ft(2.0m)

Beam width:23.40ft(7.133m)
2.88FCin center

9.84ft(3.0m)

Beam width:31.02ft(9.510m)
1.67FCin center

13. 12ft (4. 0m)

Beam Angle:2x50

Contact: (780)717-7459 EMAIL: info@ledenvirolite.com

Luminous Lntensity Distribution

—CO/C180

€d/1000 Im = = C90/C270
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LED Envirolite Inc.
Lighting the Future R6-LE12

Five -six inch LED Retrofit Luminaires

Product Description

The LED 5-6inch Retrofit luminaires Conversion Kit delivers 810-910 lumens of
exceptional 80+ CRI light while achieving over 72 lumens per watt which offers the ‘t 7
same light output as a 65W incandescent lamp or a 23W compact fluorescent \ f
luminaire.It is available in 2700K,3000K,4000K,5000K color temperatures which is \ ;

designed and engineered for residential , retrofitting existing recessed 132mm .

diameter 5" or 155mm 6" diameter can light housings as well as new construction \ -

applications. \ .3

Performance Summary

Input Power Ligﬁt“éirt%it Beam Angle Input Voltage

810Im 2700k
830Im 3000k @
11w Ra>80 90 120VAC
890Im 4000k
910Im 5000k

Housing Compatibility:This LED Retrofit luminaire has E26 Edison screw-base and is
UL listed for installation, compatible to recessed housing series:

Compatible for 5inch Can:
HALO:
LED Can:H550ICAT,H550RICAT

CFL Can:H524ICAT,H524RICAT,H570ICAT,H570RICAT,H5711CAT,H572ICAT,H572RICAT,
H573ICATLD,H573RICATLD,H51CAT,H5RICA,H5T,H5RT.

ALL-PRO:

Incandescent Can:EI500AT,EIS00RAT,ET500,ET500R.

Juno:TC20R,TC20S,TC20,IC20R,IC20N,IC20NW,IC20S,IC20W,IC20,IC25R,IC25W,
PL526RE,ICPL526REN,ICPL518E.

Compatible for 6inch Can:

HALO:

LED Can:H7ICT,H7ICAT,H7ICATNB,H7RICAT,H7RICT,H7UICAT,H7UICT,H750RI
CAT,H750ICAT,H27ICAT,H27ICT,H27RICAT,H27ICT,H27RICAT,H51CAT, HRICA
T,H750TCP.

ALL-PRO: . .
Incandescent Can:EI700,EI700AT,EI700ATNB,EI700NB.EI700RAT,EI700U,EI700UAT, 135-152mm  5.31"-5.98
EI2700,E12700AT,EI500AT,EIS00RAT.

Juno : IC22, IC22R, IC22W, IC22S, IC23, IC23W,IC21, IC21R,IC25,IC25W, IC25S.
Electrical System

Integral, high-efficiency driver and power supply.

86.5

Power Factor > 0.9 nominal

Input Voltage: 120V, 60Hz

Dimming: Dimmable to 1%-100% with most incandescent dimmers.

(Suggest dimmer manufacturers: Lutron & Leviton) | #188mm 7.4"

Regulatory & Voluntary Qualifications

cULus CLASSFIED® LISTED
FCC LISTED
Suitable for DAMP LOCATION.

Photometry

Cone Lux Diagram Luminous Lntensity Distribution

Beam width:8.32t (2. 536m) %

30.95FC in center

3. 28ft (1. 0m)

Beam width: 16.63ft (5. 07m)

7.71FCin cente
: r 6.56ft(2.0m)

Beam width: 24.96ft (7. 607m)
3.44FCin center

9. 84ft(3. 0m)

Beam width:33.28ft (10. 143m)
1.95FCin center

13. 12ft (4. Om) S

Beam Angle: 2x50 —(C0/C180 €d/1000 Im - - C90/C270

S$SI,
Contact: (780)717-7459 EMAIL: info@ledenvirolite.com S C ﬁr )
¢ @ us Mg,
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E355621




lighting the Future LE-13K180-XX

Six-inch LED Retrofit Luminaires

J LED Envirolite Inc.

Product Description

The LED 6inch Retrofit luminaires Conversion Kit delivers 960-1030 lumens
of exceptional 83+ CRI light while achieving over 70 lumens per watt which
offers the same light output as a 100W incandescent lamp or a 36 W compact
fluorescent luminaire.It is available in 2700K,3000K,4000K,5000K color
temperatures which is designed and engineered for residential and
commercial application, retrofitting existing recessed 152mm diameter 6”
can light housings as well as new construction applications.

Performance Summary

Input Power Ligﬁtll(\sﬁrt?)%t Beam Angle| Input Voltage

960Im 2700k —
990Im 3000k o

13W Ra>80 120 120VAC
1020Im 4000k

1030Im 5000k

Housing Compatibility:This LED Retrofit luminaire has E26 Edison screw-
base and is UL listed for installation, compatible to recessed housing series: \

HALO:H7ICT,H7ICAT,H7ICATNB,H7RICAT,H7RICT,H7UICAT,H7UICT,H750RI
CAT,H750ICAT,H27ICAT,H27ICT,H27RICAT,H27ICT,H27RICAT,H51CAT,HRICA
T,H750TCP

ALL-PRO:EI700,EI700AT,EI700ATNB,EI700NB.EI700RAT,EI700U,EI700UAT,
EI2700,EI2700AT,EIS00AT,EIS00RAT

Juno : IC22, IC22R, IC22W, IC22S, IC23, IC23W,IC21, IC21R,IC25,IC25W, IC25S, 148 58P
Capri: CR1, PR1, QL1, R9ASIC
Lithonia: L7X, L7XP

Thomas: Psi,

Commercial Electric: H3(C7ICA), T

n 3

Electrical System | ﬁﬂ]

Integral, high-efficiency driver and power supply.

Power Factor > 0.9 nominal

Input Voltage: 120V, 60Hz

Dimming: Dimmable to 5%-100% with most incandescent dimmers.

(Suggest dimmer manufacturers: Lutron & Leviton)

Regulatory & Voluntary Qualifications

cULus CLASSFIED® LISTED
ENERGY STAR® LISTED

FCC LISTED

LM79 Qualified

Suitable for DAMP LOCATION.

SSIK
A=

Contact: (780)717-7459 EMAIL: info@ledenvirolite.com Y
c us .{ﬂ'\ﬂf’ “hﬁ
Nt

E355621 [ENERGY STAR] Complia



LED Envirolite Inc.
Lighting the Future

LE-13K180

Product Specifications

LED Chip
The product light source chooses LM80 chip, high efficient and
low thermal resistance. This product enables colour
management to preserve high colour consistency over the life of
the product, with a CRI of at least 80 while maintaining high
luminous efficacy— a no compromise solution.

Construction & Materials

Thermal management system uses durable upper housing and
driver to conduct heat away from LEDs and transfer it to the
plenum space for optimal performance. LED junction
temperatures stay below specified maximum even when
installed in attic insulation with ambient temperatures
exceeding 40°C. Suitable for insulated and non-insulated
ceilings.

Optical System

*Unique combination of reflective and refractive optical
components achieves a uniform, comfortable appearance while
eliminating pixel and colour fringing. This ensures smooth light
patterns are projected with no hot spots and striations.

eComponents work together to optimize distribution, balancing
the delivery of high illuminance levels on horizontal surfaces
with an ideal amount of light on walls and vertical surfaces. This
increases the perception of spaciousness.

*Diameter 5.12" diffusing lens shields may reduce brightness of
lens with the ceiling to create a low-glare high angle appearance.

LUMINOUS LNTENSITY(CD) DISTRIBUTION DATA

Y c oc 22.5C 451 67.5C 90°C
0.0C 384 384 384 384 384
5.0C 382 382 382 382 382
10.0C 376 377 376 377 376
15.0C 366 367 367 367 366
20.0C 353 353 353 353 353
25.0C 336 337 336 337 336
30.0C 316 317 317 317 316
35.0C 294 295 294 295 294
40.0C 269 270 270 270 269
45.0C 243 244 244 244 243
50.0C 215 217 216 216 215
55.0°C 186 187 186 186 185
60.0C 155 156 156 156 154
65.0C 123 124 124 123 122
70.0C 91 92 92 91 90
75.0C 60 61 60 59 58
80.0C 30 30 29 29 27
85.5C 6 6 6 5 5
90.0C 0 0 0 0 0

Application Reference

Photometry
Luminous Lntensity Distribution

-/+180

Beam Angle(50% Imx):
Field Angle(10% Imx):[_156.1 |

UNIT:cd
—C0/180, 107. 10deg
—C90/270, 107. 1deg

C0/180 | C45/225 | C80/270 [C135/315] AVG. |
| 1071 | 1072 | 1071 | 1071 | 1071 |
156.1 | 156.0 | 156.1 | 156.1 |

Average Illuminance Curve

Angle:107.1C.Flux out:731.8Im

0.5

135.4 491.8 1538.0

1.0 270.8 123.0 384.6
1.5 406.2 54.7 170.9
2.0 541.6 30.7 96.2
2.5 677.0 19.7 61.5
3.0 812.3 13.7 42.7
3.5 947.7 10.0 31.4
4.0 1083.1 7.7 24.0
4.5 1218.5 6.1 19.0
5.0 1353.9 4.9 15.4

ZONAL LUMEN DENSITY MEASUREMENT

Deg
0-5
5-10
10-15

Flux(Im)
9.2
27.1
44.0
59.1
72.0
82.2
89.4
93.4
94.2
91.8
86.2
77.6
66.3
52.8
37.9
22.3
8.2
0.7

% Deg Flux(Im) %
0.90 0-5 9.2 0.90
2.68 0-10 36.3 3.58
4.33 0-15 80.2 7.91
5.83 0-20 139.3 13.74
7.10 0-25 211.3 20.84
8.10 0-30 293.5 28.94
8.81 0-35 382.9 37.75
9.21 0-40 476.2 46.96
9.29 0-45 570.4 56.25
9.05 0-50 662.2 65.30
8.05 0-55 748.4 73.80
7.65 0-60 826.0 81.45
6.53 0-65 892.3 87.98
5.21 0-70 945.1 93.19
3.73 0-75 982.9 96.92
2.21 0-80 1005.3 99.13
0.80 0-85 1013.4 99.93
0.07 0-90 1014.1 100.00

4X4 17

6X6
8X8
10X10
4'on Center
6'on Center
8'on Center
10'on Center

Open Space 980

Corridor 980

Open Space:50'x40'x10', Ceiling:10',80/50/20 Reflectance,2.5' workplane
Corridor,6' wide x100'long, Ceiling:10',80/50/20 Reflectance,light levels on the ground.

Contact: (780)717-7459 EMAIL: info@ledenvirolite.com

13

13

0.52
75 0.35 11
0.26 8.41
0.22 6.94
0.78 55
0.36 25
7
> 0.20 14
0.13 9.19
581Ky,
M=% [
c us PN C §ﬁp
E355621 Compliant



lighting the Future R6-LE15W

Six-inch LED Retrofit Luminaires

J LED Envirolite Inc.

Product Description

The LED 6inch Retrofit luminaires Conversion Kit delivers 1065-1200 lumens
of exceptional 83+ CRI light while achieving over 70 lumens per watt which
offers the same light output as a 150W incandescent lamp or a 42W compact
fluorescent luminaire.It is available in 2700K,3000K,4000K,5000K color
temperatures which is designed and engineered for residential and
commercial application, retrofitting existing recessed 152mm diameter 6”

can light housings as well as new construction applications.

Performance Summary

Input Power LigDI'?tll(\'l)irt%?Jt Beam Angle| Input Voltage

1065Im 2700k
15W 1150im 3000k Ra>83 120° 120VAC
a
1180Im 4000k

1200Im 5000k

Housing Compatibility:This LED Retrofit luminaire has E26 Edison screw-
base and is UL listed for installation, compatible to recessed housing series:

HALO:H7ICT,H7ICAT,H7ICATNB,H7RICAT,H7RICT,H7UICAT,H7UICT,H750R]I
CAT,H750ICAT,H27ICAT,H27ICT,H27RICAT,H27ICT,H27RICAT,H51CAT, HRICA
T,H750TCP

ALL-PRO:EI700,EI700AT,EI700ATNB,EI700NB.EI700RAT,EI700U,EI700UAT,
EI2700,EI2700AT,EIS00AT,EI5S00RAT

Juno : IC22, IC22R, IC22W, IC22S, IC23, IC23W,IC21, IC21R,IC25,IC25W, IC25S,
Capri: CR1, PR1, QL1, ROASIC 148  2.8°"
Lithonia: L7X, L7XP
Thomas: Psi,

Commercial Electric: H3(C7ICA), o

Electrical System | KMJMM

Integral, high-efficiency driver and power supply.

6 3//

Power Factor > 0.9 nominal
Input Voltage: 120V, 60Hz
Dimming: Dimmable to 5%-100% with most incandescent dimmers.

(Suggest dimmer manufacturers: Lutron & Leviton)

Regulatory & Voluntary Qualifications

cULus CLASSFIED® LISTED

ENERGY STAR® LISTED

FCC LISTED
LM79 Qualified

Suitable for DAMP LOCATION.

\},SSIF/‘.

W B2 FC e
E355621 [ENERGY STAR] Cumphant :

Contact: (780)717-7459 EMAIL: info@ledenvirolite.com



LED Envirolite Inc.
Lighting the Future

R6-LE15W

Product Specifications

LED Chip
The product light source chooses LM80 chip, high efficient and
low thermal resistance. This product enables colour
management to preserve high colour consistency over the life of
the product, with a CRI of at least 83 while maintaining high
luminous efficacy— a no compromise solution.
Construction & Materials
Thermal management system uses durable upper housing and
driver to conduct heat away from LEDs and transfer it to the
plenum space for optimal performance. LED junction
temperatures stay below specified maximum even when
installed in attic insulation with ambient temperatures
exceeding 40°C. Suitable for insulated and non-insulated
ceilings.
Optical System
*Unique combination of reflective and refractive optical
components achieves a uniform, comfortable appearance while
eliminating pixel and colour fringing. This ensures smooth light
patterns are projected with no hot spots and striations.
*Components work together to optimize distribution, balancing
the delivery of high illuminance levels on horizontal surfaces
with an ideal amount of light on walls and vertical surfaces. This
increases the perception of spaciousness.

*Diameter 5.12' diffusing lens shields may reduce brightness of

lens with the ceiling to create a low-glare high angle appearance.

LUMINOUS LNTENSITY(CD) DISTRIBUTION DATA

Y C 0C 22.5C 45°C 67.5C 90°C
0.0C 439 439 439 439 439
5.0C 435 435 435 434 436
10.0C 427 426 426 425 426
15.0C 413 412 412 411 412
20.0C 390 394 394 393 394
25.0C 375 373 373 372 373
30.0C 351 348 348 347 348
35.0C 324 321 321 319 321
40.0C 294 291 291 289 291
45.0C 262 258 258 256 258
50.0C 228 224 224 222 224
55.0C 193 189 189 187 189
60.0C 157 153 153 151 153
65.0C 121 116 116 114 116
70.0C 85 81 81 78 80
75.0C 51 47 47 44 47
80.0C 21 18 18 17 18
85.5C 4 2 2 1 2
90.0C 0 0 0 0 0

Application Reference

4X4

6X6
8X8
10X10
4'on Center
6'on Center
8'on Center
10'on Center

Open Space 1120

Corridor 1120

Open Space:50'x40'x10', Ceiling:10',80/50/20 Reflectance,2.5' workplane
Corridor,6' wide x100'long, Ceiling:10',80/50/20 Reflectance,light levels on the ground.

Contact: (780)717-7459 EMAIL: info@ledenvirolite.com

Photometric:

Fixture photometry has been conducted accredited testing

laboratory in accordance with

IESNA LM-79-08.

LUMINOUS INTENITY DISTRIBUTION DIAGRAM

-/+180
-150 150
-120 120
-90 90
-60 60
UNIT:cd
—C0/180, 105. 60deg
30 S —€90/270, 105. 6deg
0
.[C0/180 | C45/225 | C80/270 [C135/315] AVG. |
Beam Angle(50% Imx): 105.6 | 1057 | 105.6 | 105.6 | 105.6
Field Angle(10% Imx):[ 1555 | 155.6 | 155.6 | 155.5 | 1556

AVERAGE ILLUMINANCE C

Angle:105.6°C.Flux out:810.6lm

1.0
1.5
2.0
2.5
3.0
3.5
4.0
4.5
5.0

URVE

1 0.5

131.8 586.0 1757.0
283.5 148.5 409.2
395.2 85.1 195.2
527.0 38.8 109.8
858.7 23.4 70.3
790.5 16.3 48.8
922.2 12.0 35.9
1054.0 9.2 27.5
1185.7 7.2 21.7
1317.5 5.9 17.8

ZONAL LUMEN DENSITY MEASUREMENT

Deg Flux(Im) %
0-5 10.5 0.91
5-10 31.0 2.71
10-15 50.2 4.39
15-20 67.5 5.90
20-25 82.1 7.17
25-30 93.6 8.18
30-35 101.6 8.87
35-40 105.9 9.26
40-45 106.4 9.29
45-50 103.1 9.01
50-55 96.3 8.41
55-60 86.2 7.53
60-65 73.3 6.41
65-70 58.1 5.07
70-75 41.5 3.63
75-80 24.7 2.16
80-85 10.4 0.91
85-90 2.1 0.18

Deg Flux(Im) %

0-5 10.5 0.91
0-10 41.4 3.62
0-15 91.7 8.01
0-20 159.2 13.91
0-25 241.3 21.08
0-30 334.9 29.26
0-35 435.4 38.13
0-40 542.3 47.39
0-45 648.7 56.68
0-50 751.8 65.69
0-55 848.0 74.10
0-60 934.2 81.63
0-65 1007.5 88.04
0-70 1065.6 93.11
0-75 1107.1 96.74
0-80 1131.8 98.90
0-85 1142.2 99.81
0-90 1144.4 99.99

63

0.93
0.43 29
15. 7
>3 > 0.23 17
0.16 11
0.62 19
0.41 13
. 7
15.3 > 0. 31 9.71
0. 26 8.02
\’\SSIF/@
Q 0 ﬂ _ﬁ? | P
c Us ollSg,
Compliant

E355621



LED Envirolite Inc.
Lighting the Future

6inch Architectural
LED Retrofit Downlight

Description

The 6" Downlight Retrofit Kit delivers a high lumen of exceptional 80+ CRI light.
A lamp life > 50,000Hours and achieving a maximum of 91 lumen per watt with
3000K,3500K,4000K,5000K colour temperature options. The Retrofit Kit
conversion for most manufacturers of incandescent, CFL or H.I.D. fixtures with
apertures of 6.14” min. to 6.7” max diameter, Lumen packages
comparable to mean lumen for 26W, 32W, 42W, 2x13W , 2x26W ,2x32W,
CFL and 39W,50W, 70W CMH with energy savings up to 80%. Easy conversion
method and installation can be performed from below the ceiling without
removing existing fixture. Ideal applications include office spaces, major retail
stores, education, government, healthcare, and hospitality industry.

Specifications

- LED Chip

Superior-quality white LED light output using ultra reliable Chip on Board (COB) CREE LED
for excellent lumen performance. The Cree LED source has been LM80 tested, a report
from an accredited testing laboratory in accordance with IESNA LM-80-
2008. Standard colour management maintains colour consistency over time
and high temperatures. CCT classification according to the ANSI C78.377-
2008 standard.

- Heat Sink

The light source mounts directly to the heat sink. High thermal conductivity,
reasonable of radiation coefficient and convection coefficient to solve thermal
management. This enables the LEDs to consistently run cooler, providing
significant boosts to lifetime, efficacy, and colour consistency.

- Optical System Dimension:

The reflector is made of metal and surface oxidized, which effectively
enhances the lumen output ratio. Also it’s fish scale shape on interior
surfaces prevents lighting glare, making the light effect even and free
from layering.

Electrical System <

The external driver ensures steady performance and long lifespan

Driver efficiency>87%

Temperature Rating: Designed to operate in temperatures 45°C |

and below room side and plenum side. . |
Driver easily replaceable from below the ceiling Ttem NO A B
Lutron and leviton Dimming Driver available LE-6C18W-XX 173 190
0-10V dimming optional LE-6C23W-XX 173 190
LE-6C27W-XX 193 190

Leviton: Cat,Nos: AWRMG-7XX AWSMG-7XX AWSMT-7XX IP710-LFZ IP710-DLX
Lutron: Cat,Nos: DIVA -DVTV NOVA-NVTV NOVA T-NTFTV W/PP20
Diver Input: AC100-277 V 50/60Hz

LED Driver Dimension:

Diver output: DC36V < 140mm
Order Information £ === 5
i
— >
;gw 30=3000K 45mm |
C=Commercial =~ 6inch D=Dimmable 27W 35f3500K driver height:40mm
40=4000K
33w
50=5000K
40W ssir
=5

I:I.IS

Contact: (780)717-7459 EMAIL: info@ledenvirolite.com E355621



\ LED Envirolite Inc.
Jhgh’ring the Future

PERFORMANCE SUMMARY Photometric:

Fixture photometry has been conducted accredited testing
laboratory in accordance with IESNA LM-79-08.

LE-6C18W-XX

Efficacy:82LPW

Delivered Light Output:1449Lumens
Rated Power:18Watts LUMINOUS INTENITY DISTRIBUTION DIAGRAM
Chip:Latest CREE COB by Cree TrueWhite Technology
CRI: Ra>80

CCT: 3000K 3500K 4000K 5000K

Input Voltage: 100-277 VAC

-/+180

Input current:0.2A
THD:<20%(at 277V)
PF:>0.9(at 277V)

Standard Warranty: 5 Years
Standard Lifetime: Designed minimum 50,000 hours 60
UNIT:cd

Mounting: Recessed ~_ C0/180, 42. 1deg
30 Ss06 30 €90/270,42. 0deg

CERTIFICATE AVERAGE BEAM ANCLE (50% :42. 1 DEG
UL and cUL listed
FCC47Part 15 AVERAGE ILLUMINANCE CURVE

Suitable for damp locations.

Flux out:703.01Im

ZONAL LUMEN DENSITY MEASUREMENT

T dzone ¢total *lum, lamp 141. 1,222, 2fc 2. 519ft
0-10 206.2 206.2 14.42.14.42 1519, 2391x 76, 77cm
10-20 449.6 655.7 45.3,45.3
20-30 440.5 1096 75.7,75.7
30-40 181.4 1278 88.2,88.2 35.27, 55. 54fc s 038t
40-50 73.28 1351 93.2,93.2 379.7,597. 8x 153.55cm
50-60 43.19 1394 96.2,96.2
60-70 32.26 1426 98.4,98.4
70-80 18.53 1445 99.7,99.7 15. 68, 24. 68fc
80-90 4.014 1449 100,100 168. 7, 265. 7Ix

LUMINOUS LNTENSITY(CD) DISTRIBUTION DATA
8.818, 13. 88fc

Y Co C45 €90 94.92,149. 5ix 307.09cm
10 1970 1983 1981
20 1275 1272 1256
30 658.2 632.4 642.4 16, 4ft 5. 644, 8. 886fc

40 122.4 116.7 115.0 5m| 60.75,95.65Ix 383. 86cm
50 62.71 57.24 60.04
60 34.16 32.79 35.22
70 21.79 21.07 22.79 Note:The Curves indicate the illuminated area and the average
80 6.658 6.398 7.224 illumination when the luminaire is at different distance.
90 0 0 0

Height Eavg, Emax Angle:42. 00deg Diameter

COEFFICIENTS OF UTILIZATION

ppc 80% 70%
pw 50% 30% 10% 50% 30%
pfc 20%

RCR RCR:Room Cavity Ratio Ccu

—o

LCoONOOUTLD WN

—_
o

Contact: (780)717-7459 EMAIL: info@ledenvirolite.com E355621




\ LED Envirolite Inc.
Jhgh’ring the Future

PERFORMANCE SUMMARY Photometric:

Fixture photometry has been conducted accredited testing
laboratory in accordance with IESNA LM-79-08.

LE-6C23W-XX

Efficacy:91LPW

Delivered Light Output:2068Lumens
R LUMINOUS INTENITY DISTRIBUTION DIAGRAM
Chip:Latest CREE COB by Cree TrueWhite Technology
CRI:Ra>80

-/+180

CCT: 3000K 3500K 4000K 5000K
Input Voltage: 100-277 VAC
Input current:0.25A
THD:<20%(at 277V)
PF:>0.9(at 277V)

Standard Warranty: 5 Years
Standard Lifetime: Designed minimum 50,000 hours 60

Mounting: Recessed UNIT:cd
30 30 — C0/180,41. 4deg

CERTIFICATE 0 —C90/270, 41. 5deg

AVERAGE BEAM ANGLE (50%) :41. 4 DEG

UL and cUL listed
FCC47Part 15 AVERAGE ILLUMINANCE CURVE

Suitable for damp locations.

Flux out:1006Im

ZONAL LUMEN DENSITY MEASUREMENT

T bzone dtotal #lum, lamp 201.8, 324. 5fc 2. 486ft
0-10 297.1 297.1 14.4,14.4 2172, 3493Ix 75.77ecm
10-20 640.5 937.6 45.3,45.3
20-30 642.6 1580 76.4,76.4
30-40 289.7 1870 90.4,90.4 50.45, 81. 13fc 4972
40-50 105.3 1975 95.5,95.5 543.1,873.3Ix 151. 55cm
50-60 50.96 2026 98,98
60-70 27.42 2054 99.3,99.3
70-80 12.26 2066 99.9,99.9 22,42, 36. 06fc
80-90 2.249 2068 100,100 241.4,388. 1Ix 227.32cm

LUMINOUS LNTENSITY(CD) DISTRIBUTION DATA
12.61, 20. 28fc

Y co c45 C90 135.8, 218. 3 303. 09cm
10 2799 2816 2865
20 1781 1828 1860
30 1001 1121 1135 16. 4ft 8.073, 12. 98fc

40 206.9 235.3 240.9 5m| 86.89,139.7Ix 378.87cm

50 74.96 86.42 96.41 Height Eavg, Emax Angle:41.50deg Diameter
60 35.82 38.56 47.14

70 16.67 17.34 22.88 Note:The Curves indicate the illuminated area and the average
80 4.645 5.499 7.813 illumination when the luminaire is at different distance.
90 0.0001 0.0067 0.2533

COEFFICIENTS OF UTILIZATION

ppc 80% 70%
pw 50% 30% 10% 50% 30%
pfc 20% 20%
RCR RCR:Room Cavity Ratio Ccu

—o
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Contact: (780)717-7459 EMAIL: info@ledenvirolite.com E355621




\ LED Envirolite Inc.
Jhgh’ring the Future

PERFORMANCE SUMMARY Photometric:

Fixture photometry has been conducted accredited testing
laboratory in accordance with IESNA LM-79-08.

LE-6C27W-XX

Efficacy:87LPW

Delivered Light Output:2387Lumens
Rated Power:27Watts LUMINOUS INTENITY DISTRIBUTION DIAGRAM
Chip:Latest CREE COB by Cree TrueWhite Technology
CRI:Ra>80

CCT:3000K 3500K 4000K 5000K

Input Voltage: 100-277 VAC

Input current:0.3A

THD:<20%(at 277V)

PF:>0.9(at 277V)

Standard Warranty: 5 Years

60

UNIT:cd

i \ ~_ C0/180, 41. 3de;
Mounting: Recessed 30 \V/ 30— C90/270,41. Sdgg

0

CE RTI FI CATE AVERAGE BEAM ANGLE (50%) :41. 4 DEG
UL and cUL listed
FCC47Part 15 AVERAGE ILLUMINANCE CURVE

Suitable for damp locations. Flux out:1164Im

Standard Lifetime: Designed minimum 50,000 hours

ZONAL LUMEN DENSITY MEASUREMENT

T ¢ zone ¢ total slum, lamp 233.7, 375. 8¢ 5 atet
0-10 344.1 344.1 14.4,14.4 2515, 40461x 75.77¢cm
10-20 741.5 1086 45.5,45.5
20-30 741.2 1827 76.5,76.5
30-40 331.5 2158 90.4,90.4 58. 41, 93. 96fc 4972
40-50 121.3 2280 95.5,95.5 628.7,1011Ix 151. 55cm
50-60 58.75 2338 98,98
60-70 31.57 2370 99.3,99.3
70-80 14.08 2384 99.9,99.9 25. 96, 41. 76fc
80-90 2.773 2387 100,100 279. 4,449. 5lx 227.32cm

LUMINOUS LNTENSITY(CD) DISTRIBUTION DATA 602341

Y Co C45 €90 157.2,252. 9 303. 09cm|
10 3214 3257 3305
20 2054 2112 2129
30 1143 1291 1318 16.4ft | 9.346, 15. 03fc

40 237.5 270.3 285.7 5m | 100.6, 161. 8Ix 378.87cm
50 85.94 99.03 110.5
60 41.15 44.27 51.30
70 19.10 19.88 23.51
80 5.343 6.258 7.591
90 0.0001 0.0059 0.1395

Height Eavg, Emax Angle:41.50deg Diameter

Note:The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.

COEFFICIENTS OF UTILIZATION

ppc 80% 70%
pw 50% 30% 10% 50% 30%
pfc 20% 20%
RCR RCR:Room Cavity Ratio

—o

LCoONOOUTLD WN

—_
o

Contact: (780)717-7459 EMAIL: info@ledenvirolite.com E355621




LED Envirolite Inc.
Lighting the Future

8inch Architectural

LED Retrofit Downlight

Description

The 8" Downlight Retrofit Kit delivers a high lumen of exceptional 80+ CRI light.
A lamp life > 50,000Hours and achieving a maximum of 91 lumen per watt with
3000K,3500K,4000K,5000K colour temperature options. The Retrofit Kit
conversion for most manufacturers of incandescent, CFL or H.I.D. fixtures with
apertures of 7.72” min. to 8.26” max diameter, Lumen packages
comparable to mean lumen for 26W, 32W, 42W, 2x13W , 2x26W ,2x32W,
CFL and 39W,50W, 70W CMH with energy savings up to 80%. Easy conversion
method and installation can be performed from below the ceiling without
removing existing fixture. Ideal applications include office spaces, major retail
stores, education, government, healthcare, and hospitality industry.

Specifications

- LED Chip

Superior-quality white LED light output using ultra reliable Chip on Board (COB) CREE LED
for excellent lumen performance. The Cree LED source has been LM80 tested, a report
from an accredited testing laboratory in accordance with IESNA LM-80-
2008. Standard colour management maintains colour consistency over time
and high temperatures. CCT classification according to the ANSI C78.377-
2008 standard.

+ Heat Sink

The light source mounts directly to the heat sink. High thermal conductivity,
reasonable of radiation coefficient and convection coefficient to solve thermal
management. This enables the LEDs to consistently run cooler, providing
significant boosts to lifetime, efficacy, and colour consistency.

- Optical System

The reflector is made of metal and surface oxidized, which effectively
enhances the lumen output ratio. Also it’s fish scale shape on interior
surfaces prevents lighting glare, making the light effect even and free
from layering.

Electrical System

The external driver ensures steady performance and long lifespan
Driver efficiency>87%.

Temperature Rating: Designed to operate in temperatures 45°C

and below room side and plenum side.

Driver easily replaceable from below the ceiling

Lutron and leviton Dimming Driver available

0-10V dimming optional

Leviton: Cat,Nos: AWRMG-7XX AWSMG-7XX AWSMT-7XX IP710-LFZ IP710-DLX
Lutron: Cat,Nos: DIVA -DVTV NOVA-NVTV NOVA T-NTFTV W/PP20
Diver Input: AC100-277 V 50/60Hz

Diver output: DC36V

Order Information

18W

30=3000K
23W 35=3500K
C=Commercial  8inch D=Dimmable 27W B
40=4000K
33w 50=5000K
40W -

Contact: (780)717-7459 EMAIL: info@ledenvirolite.com

b s N s ’
Dimension:
A
<
v
| B |
Item NO: A B
LE-8C18W-XX 183 236
LE-8C23W-XX 183 236
LE-8C27W-XX 203 236
LE-8C33W-XX 203 236
LE-8C40W-XX 203 236

LED Driver Dimension:

< 140mm >
€ )
€
|
< >
45mm |
driver height:40mm &ssr.%
H us
E355621



\ LED Envirolite Inc.
Jhgh’ring the Future

LE-8C18W-XX

PERFORMANCE SUMMARY

Efficacy:82LPW

Delivered Light Output:1449Lumens

Rated Power:18Watts

Chip:Latest CREE COB by Cree TrueWhite Technology
CRI: Ra>80

CCT:3000K 3500K 4000K 5000K

Input Voltage: 100-277 VAC

Input current:0.2A

THD:<20%(at 277V)

PF:>0.9(at 277V)

Standard Warranty: 5 Years

Standard Lifetime: Designed minimum 50,000 hours

Mounting: Recessed

CERTIFICATE

UL and cUL listed
FCC 47Part 15

Suitable for damp locations.

ZONAL LUMEN DENSITY MEASUREMENT

T dbzone dtotal
0-10 206.2 206.2
10-20 449.6 655.7
20-30 440.5 1096
30-40 181.4 1278
40-50 73.28 1351
50-60 43.19 1394
60-70 32.26 1426
70-80 18.53 1445
80-90 4.014 1449

LUMINOUS LNTENSITY(CD) DISTRIBUTION DATA

Y Co C45 C90

10 1970 1983 1981
20 1275 1272 1256
30 658.2 632.4 642.4
40 122.4 116.7 115.0
50 62.71 57.24 60.04
60 34.16 32.79 35.22
70 21.79 21.07 22.79
80 6.658 6.398 7.224
90 0 0 0

slum, lamp

14.42.14.42
45.3,45.3
75.7,75.7
88.2,88.2
93.2,93.2
96.2,96.2
98.4,98.4
99.7,99.7
100,100

COEFFICIENTS OF UTILIZATION

ppc 80% 70%
pw 50% 30% 10% 50% 30%
pfc 20% 20%

RCR RCR:Room Cavity Ratio Ccu

116

O ONOUDWN RO

=
o

Contact: (780)717-7459 EMAIL: info@ledenvirolite.com

Photometric:
Fixture photometry has been conducted accredited testing
laboratory in accordance with IESNA LM-79-08.

LUMINOUS INTENITY DISTRIBUTION DIAGRAM

60
UNIT: cd
" €0/180, 42. Odeg
- p 30 €90/270,42. 5deg
0
AVERAGE BEAM ANGLE (50%) :42.2 DEG

AVERAGE ILLUMINANCE CURVE

Flux out:703.01Im

141.1,222. 2fc
1519, 2391Ix

2.519ft
76.77cm

35.27, 55. 54fc
379.7,597. 8Ix

5. 038ft
153. 55cm|

15. 68, 24. 68fc
168.7, 265. 7Ix

8.818, 13. 88fc

94. 92, 149. 5Ix 307. 09cm

16. 4ft 5. 644, 8. 886fc

5m | 60.75, 95. 65Ix 383. 86cm

Height Eavg, Emax Angle:42. 00deg Diameter

Note :The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.

E355621




\ LED Envirolite Inc.
Jhgh’ring the Future

LE-8C23W-XX

PERFORMANCE SUMMARY

Efficacy:91LPW

Delivered Light Output:2068Lumens

Rated Power:23Watts

Chip:Latest CREE COB by Cree TrueWhite Technology
CRI:Ra>80

CCT:3000K 3500K 4000K 5000K

Input Voltage: 100-277 VAC

Input current:0.25A

THD:<20%(at 277V)

PF:>0.9(at 277V)

Standard Warranty: 5 Years

Standard Lifetime: Designed minimum 50,000 hours

Mounting: Recessed

CERTIFICATE

UL and cUL listed
FCC 47Part 15

Suitable for damp locations.

ZONAL LUMEN DENSITY MEASUREMENT

T bzone ¢ total slum, lamp
0-10 297.1 297.1 14.4,14.4
10-20 640.5 937.6 45.3,45.3
20-30 642.6 1580 76.4,76.4
30-40 289.7 1870 90.4,90.4
40-50 105.3 1975 95.5,95.5
50-60 50.96 2026 98,98
60-70 27.42 2054 99.3,99.3
70-80 12.26 2066 99.9,99.9
80-90 2.249 2068 100,100

LUMINOUS LNTENSITY(CD) DISTRIBUTION DATA

Y co C45 C90

10 2799 2816 2865
20 1781 1828 1860
30 1001 1121 1135
40 206.9 235.3 240.9
50 74.96 86.42 96.41
60 35.82 38.56 47.14
70 16.67 17.34 22.88
80 4.645 5.499 7.813
90 0.0001 0.0067 0.2533

COEFFICIENTS OF UTILIZATION

ppc 80% 70%
pw 50% 30% 10% 50% 30%
pfc 20% 20%

RCR RCR:Room Cavity Ratio Ccu

119 116

OLONOUTDLA,WNRO

=
o

Contact: (780)717-7459 EMAIL: info@ledenvirolite.com

Photometric:

Fixture photometry has been conducted accredited testing
laboratory in accordance with IESNA LM-79-08.

LUMINOUS INTENITY DISTRIBUTION DIAGRAM

-/+180

60

UNIT:cd
~—— C0/180, 42. 0deg
30 30 €90/270, 42. 5deg
0

AVERAGE BEAM ANGLE (50%) :42. 2 DEG

AVERAGE ILLUMINANCE CURVE

Flux out:1006Im

201. 8, 324. 5fc 2. 486ft
2172, 3493Ix 75.77cm

50. 45, 81. 13fc 4. 972ft
543.1,873.3Ix 151. 55cm

22.42, 36. 06fc
241.4,388. 1Ix 227.32cm

12.61, 20. 28fc
135.8,218. 3Ix 303. 09cm

16. 4ft 8.073, 12. 98fc
5m| 86.89,139.7Ix 378.87cm

Height Eavg, Emax Angle:41.50deg Diameter

Note :The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.

E355621




\ LED Envirolite Inc.
Jhgh’ring the Future

PERFORMANCE SUMMARY Photometric:

Fixture photometry has been conducted accredited testing
laboratory in accordance with IESNA LM-79-08.

LE-8C27W-XX

Efficacy:87LPW

Delivered Light Output:2387Lumens
Rated Power:27Watts LUMINOUS INTENITY DISTRIBUTION DIAGRAM
Chip:Latest CREE COB by Cree TrueWhite Technology
CRI:Ra>80

CCT:3000K 3500K 4000K 5000K

Input Voltage: 100-277 VAC

Input current:0.3A

THD:<20%(at 277V)

PF:>0.9(at 277V)

Standard Warranty: 5 Years
60

UNIT:cd
Mounting: Recessed "~ €0/180, 42. Odeg
30 30 C90/270, 42. 5deg

CERTIFICATE 0

AVERAGE BEAM ANGLE (50%) :42. 2 DEG

Standard Lifetime: Designed minimum 50,000 hours

UL and cUL listed

Feca7part 15 AVERAGE ILLUMINANCE CURVE

Flux out:1164Im

Suitable for damp locations.

ZONAL LUMEN DENSITY MEASUREMENT

T dbzone dtotal slum, lamp 233.7.375.8fc 2 agett
0-10 344.1 344.1 14.4,14.4 2515, 40461x 75. 77cm
10-20 741.5 1086 45.5,45.5
20-30 741.2 1827 76.5,76.5
30-40 331.5 2158 90.4,90.4 58. 41, 93. 96fc -
40-50 121.3 2280 95.5,95.5 628.7,1011Ix 151. 55cm
50-60 58.75 2338 98,98
60-70 31.57 2370 99.3,99.3
70-80 14.08 2384 99.9,99.9 25. 96, 41. 76fc
80-90 2.773 2387 100,100 279. 4, 449. 5Ix 227.32cm

LUMINOUS LNTENSITY(CD) DISTRIBUTION DATA 60,2541

Y Cco C45 90 157.2,252.91x 303.09cm
10 3214 3257 3305
20 2054 2112 2129
30 1143 1291 1318 16.4ft | 9.346, 15. 03fc

40 237.5 270.3 285.7 5m | 100.6, 161. 8Ix 378.87cm

50 85.94 99.03 110.5 Height Eavg, Emax Angle:41.50deg Diameter
60 41.15 44.27 51.30

70 19.10 19.88 23.51 Note :The Curves indicate the illuminated area and the average
80 5.343 6.258 7.591 illumination when the luminaire is at different distance.

90 0.0001 0.0059 0.1395

COEFFICIENTS OF UTILIZATION

ppc 80% 70%
pw 50% 30% 10% 50% 30%
pfc 20% 20%
RCR RCR:Room Cavity Ratio

o

WoONOUILDWN
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o
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Contact: (780)717-7459 EMAIL: info@ledenvirolite.com E355621




\ LED Envirolite Inc.
Lighting the Future

LE-8C33W-XX

PERFORMANCE SUMMARY

Efficacy:83LPW

Delivered Light Output:2837Lumens

Rated Power:33Watts

Chip:Latest CREE COB by Cree TrueWhite Technology
CRI:Ra>80

CCT:3000K 3500K 4000K 5000K

Input Voltage: 100-277 VAC

Input current:0.35A

THD:<20%(at 277V)

PF:>0.9(at 277V)

Standard Warranty: 5 Years

Standard Lifetime: Designed minimum 50,000 hours

Mounting: Recessed

CERTIFICATE

UL and cUL listed
FCC 47Part 15

Suitable for damp locations.

ZONAL LUMEN DENSITY MEASUREMENT

T bzone ¢ total slum, lamp
0-10 380.2 380.2 13.4,13.4
10-20 829.2 1209 42.6,42.6
20-30 818.7 2028 71.5,71.5
30-40 575.1 2603 91.8,91.8
40-50 133.7 2737 96.5,96.5
50-60 59.24 2796 98.6,98.6
60-70 26.39 2823 99.5,99.5
70-80 11.47 2834 99.9,99.9
80-90 2.530 2837 100,100

LUMINOUS LNTENSITY(CD) DISTRIBUTION DATA

Y co C45 C90
10 3636 3605 3613
20 2331 2273 2290
30 1396 1368 1389
40 238.4 239.6 257.0
50 106.2 117.5 118.0
60 42.20 42.46 37.28
70 19.89 19.38 14.19
80 7.991 7.507 4.881
90 0.0001 0 0

COEFFICIENTS OF UTILIZATION

ppc 80% 70%
pw 50% 30% 10% 50% 30%
pfc 20% 20%

RCR RCR:Room Cavity Ratio Ccu

119 119

O ONOUDWN RO

=
o

Contact: (780)717-7459 EMAIL: info@ledenvirolite.com

Photometric:

Fixture photometry has been conducted accredited testing
laboratory in accordance with IESNA LM-79-08.

LUMINOUS INTENITY DISTRIBUTION DIAGRAM

60

UNIT:cd
—— C0/180, 42. 0deg
30 30 €90/270, 42. 5deg
0

AVERAGE BEAM ANGLE (50%) :42. 2 DEG

AVERAGE ILLUMINANCE CURVE

Flux out:703.1Im

3.281ft | 1250. 5, 407. 5fc 2. 532ft
2696, 43861x 77. 17

6. 562ft m|62. 63, 101. 9fc
674. 1, 10971

9-843ft . 127,83, 45 28fc
299. 6, 487. 4Ix

13.12f 115 66,25 47fc
168.5, 274, 1Ix

10. 02, 16. 30fc
107.9, 175. 4lx

. 919, 6. 171fc
42.19, 66. 42Ix

mp2:879.4. S534fc
30. 99, 48. 80Ix

2.205, 3. 471fc
23.73,37. 36lx

1.742,2. 743fc
18.75,29. 52Ix

1.411,2. 222fc
15.19, 23.91Ix

Height Eavg, Emax Angle:42.20deg Diameter

Note :The Curves indicate the illuminated area and the average
illumination when the luminaire is at different distance.

E355621




\ LED Envirolite Inc.
Lighting the Future

LE-8C40W-XX

PERFORMANCE SUMMARY Photometric:

Fixture photometry has been conducted accredited testing

Efficacy:78LPW laboratory in accordance with IESNA LM-79-08.

Delivered Light Output:3193Lumens
Rated Power:40Watts LUMINOUS INTENITY DISTRIBUTION DIAGRAM
Chip:Latest CREE COB by Cree TrueWhite Technology
CRI:Ra>80

CCT: 3000K 3500K 4000K 5000K

Input Voltage: 100-277 VAC

Input current:0.4A

THD:<20%(at 277V)

PF:>0.9(at 277V)

~/+180

Standard Warranty: 5 Years

Standard Lifetime: Designed minimum 50,000 hours 60

UNIT:cd
Mounting: Recessed . C0/180, 42. 1deg
30 ) 30— €90/270,42. 4deg

0

C E RTI FI CATE AVERAGE BEAM ANGLE (50%) :42. 2 DEG

UL and cUL listed
FCC 47Part 15 AVERAGE ILLUMINANCE CURVE

Suitable for damp locations. Flux out:703.1Im

ZONAL LUMEN DENSITY MEASUREMENT 252.2.450.01c 2531

T dzone dtotal slum, lamp m|Z0.55. 114 8fc 5. 064ft]
0-10 428.3 428.3 13.4,13.4 759.4, 12351 154. 35em
10-20 934.1 1362 42.7,42.7 31. 36, 51. 00fc 7. 596ft]
20-30 922.4 2285 71.6,71.6 337.5, 549. Olx 231, 52cm
30-40 645.1 2930 91.8,91.8 17.64. 28, 69%c 10, 13
40-50 150.8 3081 96.5,96.5 189.8,308.8i 308. 69cm}
50-60 66.84 3148 98.6,98.6 11,29, 18, 36 12, 66ft
60-70 29.76 3177 99.5,99.5 121.5,197. 6k 385. 87cmy
70-80 12.93 3190 99.9,99.9 69 |3 19,6, 171fc
80-90 2.855 3193 100,100 42.19,66. 420x 460. 64em

2.879, 4. 534fc
30. 99, 48. 80Ix

LUMINOUS LNTENSITY(CD) DISTRIBUTION DATA ) 205 4718

v o c45 €90 23.73,37. 36l
10 4093 4057 4073 > ol 742.2. 743fc 22. 671t
20 2630 2562 2580 18.75,29. 521 690. 96cm
30 1573 1545 1560 - 1.411,2. 222fc 25. 19ft
40 270.1 7731 289.8 15. 19, 23. 91lx 767. 73cm
50 118.7 131.7 134.6 Height Eavg, Emax Angle:42.20deg Diameter

60 47.45 48.41 43.77

70 22.11 22.39 17.16 Note :The Curves indicate the illuminated area and the average
80 8.752 8.731 6.026 illumination when the luminaire is at different distance.

90 0.0000 0.0000 0

COEFFICIENTS OF UTILIZATION

ppc 80% 70%
pw 50% 30% 10% 50% 30%
pfc 20% 20%

RCR RCR:Room Cavity Ratio Ccu

119 119

O ONOUDWN RO

=
o

Contact: (780)717-7459 EMAIL: info@ledenvirolite.com E355621
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